
Compliant with Hazardous Standard:
Ex ic IIC T4 Gc 
Ta: -20°C to +50°C 

Class 1 Division 2 
ATEX Zone 2 
Groups (A, B, C, D)

Enclosure with phone Speci�cations:  
Height: 6.3” (161.0 mm)
Width: 3.2” (83.79 mm)
Thickness: 12.9 (.05 mm
Weight: 0.4 lbs. (.18 kg)

Nema 4 (Outdoor application) 
IP54 (Water / Dust resistant) 
Anti-slippage Technology 
Anti-Shock 
USB Port 
Headphone Jack: 3.5mm
Operating Temperature: 32 deg to 95 F 
Non-operating Temperature: -4 deg to 113 F
Humidity: 5% to 95% non-condensing 

Phone Speci�cations: 
Weight: 157g
Dimensions: 149.9 x 70.4 x 7.8mm
OS: Android 9
Screen size: 6.1-inch
Resolution: QHD+
CPU: Octa-core chipset
RAM: 8GB
Storage: 128/512GB
Battery: 3,400mAh
Rear camera: 16MP + 12MP + 12MP
Front camera: 10MP

Optional Equipment:  
Bluetooth Headset for Video Calling (EX certi�ed 
MicroSD 256gb
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 C1D2 / ATEX Zone 2 
iPhone 11 Pro Enclosure

FEATURES 

• Light and compact Phone solution

• Camera cover with transparent lens protection

• External Power, volume and mute buttons

• Water proof  / shock proof

• Certification, safety and tempering labels

• Lightning connector charging

• Bluetooth features compatible

xciel
Non - Incendive 

& Intrinsically Safe 
XCiPhone 11 Pro



CERTIFIED C1D2 / ATEX ZONE2 
RUGGED APPLE iPHONE 11 PRO ENCLOSURE

Compliant with Hazardous Standards:
Class 1 Division 2
Group A,B,C,D
ATEX Zone 2
Ex ic IIc T4 Gc
Ta: -20 Deg C +50 Deg C
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Enclosure with Phone Specifications:
Dimensions: 152.3 x 79 x 8.2mm
Weight: 250g
Nema 4 (outdoor application)
IP54 (Water / Dust resistant)
Anti slippage Technlogy
Shock Protection
Lightning to USB cable charging

Phone Specifications:
Dimensions: 144 x 71.4 x 8.1mm
Weight: 188g
OS: IOS13
Screen Size: 5.8"
Resolution: 1125 x 2436
CPU: Apple A 13
RAM: 4GB
Storage: 64/256/512 GB
Battery: 3,046 mAh
Rear Camera: 12MP
Front Camera: 12MP

XCiPhone 11 pro
Xciel Inc.
Class I Div 2
Group A,B,C,D
Temp Code T6
Battery 3.83V / 3046mAh
IP 54
DOM: 03/2020
Serial#:
Conforms To UL 121201: 2017
Certified To CSA-C22.2 No. 213-17

ATEX Zone2
     Ex ic IIC T4 Gc
-20C to +50C
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