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SERIES 650 651 652

Metal Curtain Rolling Counter Doors

The 650, 651 and 652 Series. A 
When your project requires a high-
quality, non-rated counter door sys-
tem that’s as handsome as it is
dependable, the 650/651/652 Series
will meet your specifications and
exceed all expectations. These 
precision-manufactured rolling count-
er doors feature a metal curtain in
your choice of three finishes — and
plenty more options that allow cus-
tomization to your specific 
application. Designed to fit openings
up to 18'4" wide by 8'4" high (5588
mm by 2540 mm), these durable
doors can withstand heavy usage 
or industrial environments, such as
stadium concession areas and parts-
storage areas. They are also stylish
enough for a variety of interior uses,
including cafeterias, pharmacies and
retail settings. 

The Choice of Steel, Stainless or Aluminum.

The 650/651/652 Series curtains are fabricated from
22-gauge galvanized steel (650 Series), 22-gauge
stainless steel (651 Series) or aluminum (652
Series) for handsomeness that holds up in nearly
any environment. Galvanized steel curtains are
factory pre-finished with a baked-on primer and
polyester coat to enhance finish durability and
minimize field painting. Guides are fabricated of extruded
aluminum with continuous silicon-treated strips standard.
The option of 10-gauge or higher roll-formed steel guide is
offered on 650 and 652 Series doors, and stainless steel
guides are available for the 651 Series.

Series 650 Galv. steel F-128 Gray or Tan Galv. Steel Primed
Steel

Series 651 Stainless F-128 #4 Stainless Aluminum/ Stainless
Stainless

Series 652 Aluminum F-128 Clear Aluminum Aluminum Aluminum
Anodized
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Door Selection Guide

Aluminum/
Primed
Steel

Standard Features At a Glance

Max. standard width 18'4" (5588 mm) 
Max. standard height   8'4" (2540 mm)
Mounting Face of wall, between jambs
Lock Interior slide bolt
Warranty 15-month limited

Options

• Crank operation
• Electric operator
• Aluminum guides (650, 652 Series) or stainless steel   

guides (651 Series)
• 1/4" (6 mm) foam astragal for bottom bar 

(650 and 651 Series)
• Powder-coat paint finish in 21 standard colors, 

172 premium colors or color-matched to specification 
(650 Series)

• No. 4 brushed finish (651 Series)
• Bronze anodization (652 Series)
• Cylinder lock

Series Slat Opening Width Standard

650 F128 Thru 20'0" (6096 mm) 22 ga.

651 F128 Thru 20'0" (6096 mm) 22 ga. ss

652 F128 Thru 20'0" (6096 mm) Aluminum

F128 Slat

Slat Data



Solid and Stylish Selection in Steel, Stainless or Aluminum.

Factory Pre-Finished for Longer Life.

Durable good looks are the hallmark of the 650/651/652 Series.
The 650’s galvanized steel curtain is factory pre-
finished with a baked-on primer and polyester coat to enhance
finish durability and minimize field painting. The standard fin-
ish is gray or tan, and a rainbow of powder-coat finishes —
including 21 standard colors, 172 premium colors, or color-
matched to your specifications — are available as options. The
651 Series’ s stainless curtains feature a standard No. 4 finish,
as well as an optional brushed finish. The aluminum slats of
the 652 Series are finished with clear anodization. Bronze
anodization is optional.

High-Performance, Low Maintenance. 

The 650/651/652 Series doors are constructed of high-quality
interlocking flat slats for a tight fit that is both sleek and
attractive. Endlocks secured to alternate slats maintain curtain
alignment and prevent lateral slat movement. The counter-
balance assembly features heavy-duty helical torsion springs in
a steel tube or pipe barrel to provide long and reliable service.
Optional crank operation or electric operation further simplifies
operation, and a 15-month warranty — as well as our network
of Ribbon distributors — ensures that your counter doors will
perform like new for years to come.

For additional information, or special project requirements, consult your Overhead Door Distributor or the Overhead Door Architectural Design Manual.

Rolling CounterDoor Systems

SERIES 650 651 652



ARCHITECTURAL SPECIFICATIONS* 650  651  652

PART 1 GENERAL

1.01 Work Included

The rolling counter doors shall be Series 650, 651 or 652 as 
manufactured by Overhead Door Corporation.

1.02 Quality Assurance

In accordance with accepted quality assurance guidelines for motor-
operated doors, both the rolling counter door and electric operator
(optional) shall be provided by a single-source such as by Overhead
Door Corporation.

PART 2 PRODUCT

2.01 Curtain

Interlocking flat profile slats, type F-128, fabricated of galvanized
steel (650 Series); interlocking flat profile slats, type F-128, fabricated
of stainless steel (651 Series); interlocking flat profile slats, type 
F-128, fabricated of aluminum (652 Series). Endlocks shall be
attached to alternate slats to maintain curtain alignment and 
prevent lateral slat movement.

2.02 Guides

Guides shall be extruded aluminum shapes (Series 650, 651, 652)
with continuous silicon-treated strips (roll-formed steel shapes, 
10-gauge minimum (optional on Series 650, 652) (stainless steel
optional on Series 651).

2.03 Brackets

Brackets shall be steel plate to support the curtain, counterbalance
and hood. (Galvanized steel end covers on the Series 650, aluminum

end covers on the Series 652, and stainless steel end covers on the
Series 652 are optional). 

2.04 Counterbalance

Counterbalance shall be helical torsion springs housed in a steel
pipe barrel.

2.05 Hood

Hood shall be galvanized steel for the 650 Series; stainless steel for
the 651 Series; and aluminum for the 652 Series. Intermediate support
bracket shall be furnished to support hood where required. 

2.06 Finish

Aluminum material shall be clear anodized (bronze anodized).
Galvanized steel material shall receive a rust-inhibitive, roll-coating
process including baked-on prime paint to be .2 mils thick and
baked-on polyester top coat to be .6 mils thick. (OHD ColorSpec
optional powder coating finish.) Stainless steel material shall be 
No. 4 finish. All non-galvanized, exposed ferrous surfaces shall
receive one coat of rust-inhibitive primer.

2.07 Operation

Doors shall be manual push-up (optional crank or motor operation)

2.08 Locks

Locking shall be slide-bolt locks suitable for padlocks by others
(optional cylinder locks).

PART 3 EXECUTION

3.01 Execution

Install the rolling counter doors in accordance with Overhead Door
Corporation instructions and standards. Installation shall be by an
authorized Overhead Door Corporation representative.

©2004 Overhead Door Corporation
Form #:  C900-195  1200  12/04  CEN

Overhead Door Corporation

1900 Crown Drive 
Farmers Branch, Texas 75234
(800) 275-3290 Telephone
(972) 233-0367 Facsimile
www.OverheadDoor.com

Consistent with our policy of continuing product improvement, we reserve the right to change product specifications without notice or obligation.
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THE TURNKEY SOURCE FOR COMMERCIAL AND INDUSTRIAL SOLUTIONS AND SERVICE

Selection of Overhead Door products automatically includes the unequaled expertise and experience of Overhead Door Ribbon Distributors.

Nationwide coverage by our 400+ Ribbon Distributors is unique in our industry – providing a single source for design and application consulting,

installation, service and ongoing maintenance. Turnkey services to maximize the lasting value of your product choice. Your Overhead Door

Distributor is also your only source for a full line of commercial and industrial door and operator systems specifically designed for integrated

applications. For over four generations, our 400+ Ribbon Distributors have been committed to providing commercial and industrial door 

solutions. Combined with Overhead Door product design and manufacturing superiority, our distributors are a proud part of the Overhead Door

family,  sharing our name, our Ribbon logo and our commitment to industry leading innovation and excellence.

To talk with the Overhead Door Distributor nearest you, call 1-800-887-DOOR.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


