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SERIES 655 656 657 658

Integral Frame Rolling Counter Doors

The 655/656/657/658 Series. Bu
Convenience. Durability. Good Looks.
Value. The 655/656/657/658 Series
satisfies a range of project require-
ments with ease and style. Designed
to fit openings up to 9' wide by 4'
high (2743 mm by 1219 mm), these
non-rated* rolling counter doors 
feature integral all-steel frames and
sills. They provide the advantage,
convenience and quality of a factory-
assembled unit. The choice of a 
galvanized steel, stainless steel or
aluminum curtain provides design
flexibility, while the doors’ attractive,
finished appearance make them ideal
for any number of applications, 
particularly in food service areas. 

Ready for Duty.

The 655/656/657/658 Series arrive on the job site
ready to install. These doors offer the precision
assembly of a factory-welded unit, providing the
utmost in convenience and quality in a complete
line of rolling counter doors. The 655/656/657/658
Series are mounted in the face of wall, and are
installed as the wall is built. Standard operation is
manual push-up. Crank operation is available as
an option.

Durable Construction.

The 655/656/657/658 Series doors are built for
long-lasting good looks and performance. Whether you
opt for a curtain of 22-gauge galvanized steel, 22-gauge
stainless steel or 1 mm aluminum slats, you are assured of

Series 655 Stainless Steel Aluminum Stainless Steel Stainless Steel

Series 656 Aluminum Stainless Steel

Series 657 Stainless Steel Stainless Steel Stainless Steel Stainless Steel

Series 658 Stainless Steel

Standard Features At a Glance

Max. standard width 9' (2743 mm)
Max. standard height 4' (1219 mm)
Curtain .051" (1 mm) aluminum 

slats (655 and 656 Series)
Interlocking 22-gauge 
stainless steel slats 
(657 Series) 
Interlocking 22-gauge gal
galvanized steel slats 
(658 Series)

Integral frames 16-gauge primed steel or 
stainless steel

Sill 14-gauge galvanized 
or stainless steel

Hood Stainless steel 
(655 and 657 Series)
Primed steel (656 and 
658 Series)

Mounting Face of wall; door must 
be installed as wall is built

Operation Push-up
Lock Slide bolt 
Warranty 15-month

Options

• Crank operation
• Cylinder lock
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Door Selection Guide

Maximum Clearance Height = 4'0"
Series Slat Opening Width Slat Frame

655 F128 Thru 9'0" (2743 mm) aluminum stainless steel
656 F128 Thru 9'0" (2743mm) aluminum         galvanized
657 F128 Thru 9'0" (2743 mm) 22 ga.ss stainless steel
658 F128 Thru 9'0" (2743 mm) 22 ga. galvanized

Slats are galvanized and painted or stainless steel (ss).

Slat Data

F128 Slat

Primed
Galv. Steel

Primed
Galv. Steel

Primed
Galv. Steel

Primed
Galv. Steel

Primed
Galv. Steel



uilt to Last and Ready for Service.

a counter door that both durable and handsome. These doors
feature all-steel 16-gauge frames, fascia and hood, as well as
14-gauge sills. Bottom bars, lift handles and slide bolts are 
fabricated of aluminum (655/656 Series), stainless (657 Series)
or steel (658 Series) with vinyl astragals for added durability.

Factory Finish Means Good Looks and Longer Life.

The 655/656/657/658 Series arrive on the job site ready to
install, and a factory pre-finishing ensures that they’ll look
great longer. Galvanized steel surfaces feature a baked-on
primer coat to enhance overall durability and minimize field
painting. Stainless surfaces feature a standard No. 4 finish, and
aluminum slats are finished with clear anodization and bronze
anodization is optional.

A Highly Attractive, Low Maintenance Solution. 

Interlocking slats with a flat profile provide attractive and tight
fit, while endlocks on alternative slats eliminate lateral movement
and maintain curtain alignment. The adjustable counterbalance
assembly features helical torsion springs in a steel tube or pipe
barrel to allow easy curtain adjustments. An optional crank
simplifies operation, and a 15-month warranty — as well as our
network of Ribbon distributors — ensures that the door will
perform like new for years to come.

*If a fire-rated door is required, ask your local Overhead Door Ribbon distributor for 
information about our comprehensive line of fire doors, including counter fire doors 
and counter fire doors with integrated fire counters.

For additional information, or special project requirements, consult your Overhead Door Distributor or the Overhead Door Architectural Design Manual.

Rolling CounterDoor Systems

SERIES 655 656 657 658



ARCHITECTURAL SPECIFICATIONS* 655  656  657  658

PART 1 GENERAL

1.01 Work Included

The rolling counter doors shall be Series 655, 656, 657 or 658 as 
furnished by Overhead Door Corporation.

1.02 Related Work

Opening preparation, miscellaneous or structural metal work,
access panels, finish or field painting are in the Scope of Work of
other divisions or trades.

PART 2 PRODUCT

2.01 Curtain

Interlocking flat profile slats with endlocks attached to alternate slats
to maintain curtain alignment and prevent lateral slat movement.
Slat profiles as follows:
655 and 656 Series: Clear anodized aluminum slats, .051" (1 mm)
thick, and extruded aluminum bottom bar with lift handle, slide
bolts and vinyl astragal.
657 Series: 22-gauge stainless steel slats and stainless steel bottom
bar with lift handle, slide bolts and vinyl astragal.
658 Series: 22-gauge galvanized primed steel slats and (primed) steel
bottom bar with lift handle, slide bolts and vinyl astragal.

2.01 Integral Frame and Sill

Integral frame consists of 16-gauge frame, hood and fascia, with 
14-gauge sill. The 655 and 657 Series shall have stainless steel frame,

hood, fascia, and sill. The 656 and 658 Series shall have primed steel
frame, hood, fascia and stainless steel sill.

2.02 Counterbalance

Counterbalance shall be helical torsion springs housed in a steel
pipe barrel, supporting the curtain with deflection limited to .03" 
(.8 mm) per foot (2.5 mm per m) of span. Counterbalance shall be
adjustable by means of an adjusting tension wheel.

2.03 Hood

The 655 and 657 Series shall have a stainless steel hood. The 656 and
658 Series shall have a primed galvanized hood. 

2.04 Finish

Aluminum material shall be clear anodized. Galvanized steel material
shall be primed. Stainless steel material shall be No. 4 finish

2.05 Operation

Doors shall be manual push-up (optional crank).

2.06 Locks

Locking shall be slide-bolt (cylinder lock).

PART 3 EXECUTION

3.01 Execution

Install the rolling counter doors in accordance with Overhead Door
Corporation instructions and standards. Installation shall be by an
authorized Overhead Door Corporation representative.

©2006 Overhead Door Corporation
Form #:  C900-197  10M  01/00

Overhead Door Corporation
2501 S. State Hwy. 121
Lewisville, Texas 75067
(800) 275-3290 Telephone
(972) 233-0367 Facsimile
www.overheaddoor.com

Consistent with our policy of continuing product improvement, we reserve the right to change product specifications without notice or obligation.

INDUSTRY LEADING 
COMMERCIAL & INDUSTRIAL SOLUTIONS

THE TURNKEY SOURCE FOR COMMERCIAL AND INDUSTRIAL SOLUTIONS AND SERVICE

Selection of Overhead Door products automatically includes the unequaled expertise and experience of Overhead Door Ribbon Distributors.

Nationwide coverage by our 400+ Ribbon Distributors is unique in our industry – providing a single source for design and application consulting,

installation, service and ongoing maintenance. Turnkey services to maximize the lasting value of your product choice. Your Overhead Door

Distributor is also your only source for a full line of commercial and industrial door and operator systems specifically designed for integrated

applications. For over four generations, our 400+ Ribbon Distributors have been committed to providing commercial and industrial door 

solutions. Combined with Overhead Door product design and manufacturing superiority, our distributors are a proud part of the Overhead Door

family,  sharing our name, our Ribbon logo and our commitment to industry leading innovation and excellence.

To talk with the Overhead Door Distributor nearest you, call 1-800-887-DOOR.
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