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Installation and Service: Overhead Door Company of Southwestern Idaho

SERIES 592/599

Extra-Heavy-Duty Thermacore® Door System

Standard Features At a Glance

Panel thickness 2" (51 mm)
R-value 17.50 (3.09 W/Msq)
U-value .057 (.324 Msq/W)

Air infiltration:
at 15 mph (24 kmph) .08 cfm (2.26 Lpm)
at 25 mph (40 kmph) .08 cfm (2.26 Lpm)

Windload design Meets ANSI/DASMA 
102-1996

Thermal break PVC
Exterior .016" (.41 mm) 

galvanized steel
Exterior surface 592-Ribbed, textured 

599-Flush, Textured
Standard springs 10,000 cycle
Maximum width 40'2" (12,243 mm)
Maximum height 32'1" (9,779 mm)
Exterior color White
Interior color White
Warranty 10-year delamination

Options

• Thermal glazing
• Four-section pass door
• High-usage components
• Jamb weatherstrip
• Electric operator 
• Chain hoist
• Posi-Tension drums
• Safety bottom fixture
• Bottom sensing edge
• EPDM rubber header seal
• Aluminum sash section available 

to 22'2" (6,756 mm) wide
• Exhaust ports

The Most Thermally Efficient D
With an R-value of 17.50 (3.09 W/Msq)
a U-value of .057 (.324 Msq/W), and
one of the best overall air infiltration
ratings in the industry, the Thermacore®

592/599 Series is the most thermally
efficient door system in its class that
you can install. Thermacore’s® steel-
polyurethane-steel panel construction
provides a thermal barrier that
withstands extremely hot or cold
climates and the most demanding
environmental requirements. 

This 2" (51 mm) thick, extra-heavy duty
door is available in standard sizes up to
40'2" and 32'1" (12,243 mm and 9,779
mm) to fit the broadest range of
applications. Fabricated using Overhead
Door Corporation’s patented,
computer-controlled manufacturing
process, the 592/599 Series adheres to
the strictest product tolerances and
quality standards. The result is an
exceptionally well-built door that
provides the highest degree of thermal
efficiency – whether you are facing
Arctic-like cold, Saharan-type heat, or
more temperate climactic conditions
with stringent environmental demands.

Highly Engineered for High Thermal Efficiency. 

Thermacore’s® CFC-free, fully encapsulated, foamed-in
place panel maintains R-value performance year round –
and year in and year out. Thermal breaks between internal
and external skins, PVC joint seals and tight-fitting, heavy-
duty fixtures minimize air infiltration and provides one of
the highest thermal efficiency ratings in the industry.

Strong, Lightweight, Attractive and Durable. 

Thermacore® 592/599 doors feature .016" (.41 mm) roll-
formed, hot-dipped galvanized steel exterior panels.
Standard door design includes windload design
conforming to ANSI/DASMA 102-1996. Two coats of white,
baked-on, polyester paint on the ribbed textured surface
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icient Door System You Can Buy.

592 Series, flush, textured on the 599 Series provide a
handsome finish that will last for years. Our 10-year warranty
against delamination means that we’ll stand behind the quality
of our doors at the outset and for the long haul.

Superior Field Serviceability.

Thermacore’s® special internal construction allows hinges to
be placed anywhere along the panel’s length permitting
customization on the job site — for fast and precise
installation, repair or retrofit.

Many Options, Better Solutions. 

The Thermacore® 592/599 is available in sizes up to 40'2"
(12,243 mm) wide and 32'1" (9,779 mm) high. A full line of
electric operators ensures precise and trouble-free motor
operationin a variety of mounting options (side, center or
trolley). Available options include aluminum sash section up to
22'2" (6,756 mm) widths, thermal glazing, pedestrian pass door,
and jamb weatherstripping. Optional high-usage components
expand the 592 and 599’s versatility to high-cycle conditions,
with torsion springs in 25k, 50k, 75k or 100k cycles, a solid-
steel shaft to reduce fatigue and deflection, and a heavy-duty 3"
(76 mm) steel track for added durability.

Installation and Service: Overhead Door Company of Southwestern Idaho

For additional information, or special project requirements, consult your Overhead Door Distributor or the Overhead Door Architectural Design Manual.

Door System

SERIES 592/599
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ARCHITECTURAL SPECIFICATIONS                   592/599

PART 1 GENERAL
1.01 Work Included
The doors will be Thermacore® Series 592/599 as manufactured by
Overhead Door Corporation.

1.02 Related Work

Opening preparation, miscellaneous or structural metal work, access
panels, finish or field painting, field electrical wiring, wire, conduit,
fuses and disconnect switches are in the Scope of Work of other
divisions or trades.

1.03 Quality Assurance

In accordance with accepted quality assurance guidelines for motor-
operated doors, both the Thermacore door and electric operator
(optional) shall be manufactured by a single-source producer of
door systems; as by Overhead Door Corporation.

PART 2 PRODUCT
2.01 Sections

Sections will be roll formed, hot-dipped, galvanized steel exterior no
less than .016" (.4 mm). Sections will be manufactured by a continuous
foamed-in place polyurethane lamination process resulting in a
metal/foam/metal sandwich of homogenous polyurethane insulation.
Exterior surface will be a ribbed, textured surface (592) or flush,
textured (599) will have a thickness of 2" (51 mm) and will
incorporate a PVC thermal break to prevent heat or cold conductivity. 

2.02 Insulation

Insulation will be a rigid, foamed-in-place, polyurethane core free of
CFCs and will be fully encapsulated in nonpermeable materials to
prevent loss of thermal efficiency over time. The insulation will have
an R-Value of 17.50 (3.09 W/Msq), U-Value of .057 (.324 Msq/W) –
calculated values based on certified test data.

2.03 Air Infiltration

All doors will be constructed with an air infiltration rating of .08 cfm per
square foot of door at 15 mph (2.26 Lpm at 24 kmph) and .08 cfm per
square foot of door at 25 mph (2.26 Lpm at 40 kmph). (ASTM-E-283-73) 

2.04 Windload

Door will be designed to meet or exceed industry standards for wind
loads (ANSI/DASMA 102-1996). Consult factory for unusual requirements.

2.05 End Stiles

End stiles will be 16-gauge steel.

2.06 Springs

Standard springs will be 10,000 cycles. (25,000, 50,000, 75,000, 
or 100,000-cycle springs are optional.)

2.07 Hardware

Hinges and fixtures will be galvanized steel. Full-floating, ball-
bearing rollers will have hardened steel races. Roller sizes will be 
adequate for design requirements and limitations.

2.08 Track

Track is 2" (51 mm) standard, or 3" (76 mm) optional, and angle
mounted. Bracket mounted track is an option, but not available 
on full vertical doors.

2.09 Lock 

Lock will be interior mounted slide lock. (Optional keyed lock 
is available.)

2.10 Weatherstrip

Weatherstrip between sections will be dual PVC thermal break and
joint seal. Bottom weatherstrip will be EPDM rubber bulb-type strip. 

2.11 Finish

Finish will be two-coat baked-on polyester with a white interior 
and white (Industrial brown) exterior.

2.12 Operation

Operation will be by manual pull rope. (Optional chain hoist and 
electric operator are available.)

PART 3 EXECUTION
3.01 Execution
Install the doors in accordance with Overhead Door Corporation
instructions and standards, using an authorized Overhead Door
Corporation distributor.

©2006 Overhead Door Corporation
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Overhead Door Corporation

2501 S. State Hwy. 121 
Lewisville, Texas 75067
(800) 275-3290 Telephone
www.OverheadDoor.com

Consistent with our policy of continuing product improvement, we reserve the right to change product specifications without notice or obligation

INDUSTRY LEADING 
COMMERCIAL & INDUSTRIAL SOLUTIONS

THE TURNKEY SOURCE FOR COMMERCIAL AND INDUSTRIAL SOLUTIONS AND SERVICE

Selection of Overhead Door products automatically includes the unequaled expertise and experience of Overhead Door Ribbon Distributors.

Nationwide coverage by our 400+ Ribbon Distributors is unique in our industry – providing a single source for design and application consulting,

installation, service and ongoing maintenance. Turnkey services to maximize the lasting value of your product choice. Your Overhead Door

Distributor is also your only source for a full line of commercial and industrial door and operator systems specifically designed for integrated

applications. For over four generations, our 400+ Ribbon Distributors have been committed to providing commercial and industrial door 

solutions. Combined with Overhead Door product design and manufacturing superiority, our distributors are a proud part of the Overhead Door

family,  sharing our name, our Ribbon logo and our commitment to industry leading innovation and excellence.

To talk with the Overhead Door Distributor nearest you, call 1-800-887-DOOR.

C900_094  8/15/06  8:55 AM  Page 1



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages false
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages false
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages false
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks true
      /AddPageInfo false
      /AddRegMarks true
      /BleedOffset [
        9
        9
        9
        9
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MarksOffset 9
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




