
ACREAGE DOESN’T 
STAND A CHANCE
TAKE REIGN OVER YOUR DOMAIN. 
Featuring the same technology used in our commercial line, the Titan is 
the perfect mower to keep your pride and joy looking better than ever. 

TITAN®  ZERO-TURN MOWERS

PRO PERFORMANCE
Blades spin over 
18,000 fpm and baffles 
and airflow disperse 
grass for no clumps.

PRO DNA
Commercial DNA 
courses through these 
machines’ veins with 
the same technology 
professionals depend on.

CUT LIKE THE PROS
Commercial-grade 
features include 
commercial drop pin 
height of cut, canister 
style air filter, and a 
rubber discharge chute. 

TITAN® T I T A N

MAX
MODEL 75304 75305 75306 75314 75315 75316 76601 76602

DECK SIZE 48” / 121.9 cm 54” / 137.2 cm 60” / 152.4 cm 48” / 121.9 cm 54” / 137.2 cm 60” / 152.4 cm 60” / 152.4 cm 60” / 152.4 cm

DECK MATERIAL
10-ga. IronForged® Fabricated 

& Bull Nose Front Bumper
10-ga. IronForged® Fabricated 

& Bull Nose Front Bumper
MyRIDE® 
SUSPENSION SYSTEM – – – » MyRIDE MyRIDE MyRIDE – –

ENGINE* 26 HP Kohler 747cc w/Pro Air Cleaner 26 HP Kohler 747cc w/Pro Air Cleaner

CANISTER AIR CLEANER ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

LIMITED WARRANTY** 3-Year, Unlimited Hour Residential or 3-Year, 300 Hour Commercial » + 4-Year, 500-Hour Commercial

COMMERCIAL 
ENGINE WARRANTY** + 3-Year, 300-Hour Commercial » + 4-Year, 500-Hour Commercial

FEATURES

STEP-THROUGH FRONT END ✓ ✓ ✓ – – – ✓ ✓

TOOLLESS AIR FILTER 
CHANGE ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

SEAT
18” / 46 cm Handcrafted High Back 

w/ Armrests & Bull Horns
» 23” / 58 cm Handcrafted High Back 

w/ Armrests & Toro Logo

DECK LIFT PEDAL ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

CAST ALUMINUM STOMP PAD ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

RUBBER DISCHARGE CHUTE ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

HYDROS HG-2800 w/Charge Pumps » HG-3100 w/Charge Pumps

FUEL CAPACITY 5-Gallon / 18.9 L » 7-Gallon / 26.5 L

BLADE TIP SPEED 18,880 ft/min 18,664 ft/min » 18,908 ft/min 18,880 ft/min 18,664 ft/min » 18,908 ft/min 18,908 ft/min

HEIGHT OF CUT 1.5" - 4.5" / 3.8 - 11.4 cm » 1.5” - 5.0” / 3.8 - 12.7 cm

FRAME 10-ga. Steel » 2”x3”/5.1-7.6 cm Steel Tube

ANTI-VIBRATION MAT Standard Standard

TRANSMISSIONS Dual Hydrostatic Dual Hydrostatic

DAMPENERS Pro-Control Pro-Control

STORAGE DIMENSIONS
54” W X 45” H X 83” L

137.2 cm x 114.3 cm x 
210.8 cm

60” W x 45” H x 83” L
152.4 cm x 114.3 cm x 

210.8 cm

66” W x 45” H x 83” L
167.6 cm x 114.3 cm x 

210.8 cm

54” W X 45” H X 83” L
137.2 cm x 114.3 cm x 

210.8 cm

60” W X 46” H X 83” L
152.4 cm x 116.8 cm x 

210.8 cm

66” W x 46” H x 83” L
167.6 cm x 116.8 cm x 

210.8 cm

63” W X 46” H X 82” L
160.0 cm x 116.8 cm x 208.3 cm

REAR TIRES 22" x 11" / 55.9 - 27.9 cm » 23” x 12” / 58.4 - 30.5 cm

FRONT TIRES 13" x 6.5" / 33.0 - 16.5 cm 13” x 6.5” / 33.0 - 16.5 cm




