
SPI/BIO CONTROL PANEL 
RELIABLE WASTEWATER – JET INC. SYSTEM 

    
       AERATOR         HIGH WATER  

                   ALARM          ALARM (HWA) 
          YELLOW                  RED 
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POINTER INDICATES TIME OF DAY

 
    

AUTOMATIC – TIMER MODE 
(Move white switch up or down to desired position.  

 

 

PUSH TABS OUT FOR TIME OF DAY TO RUN  
PUSH TABS IN FOR SPRINKLERS TO SHUT OFF 

TIMER MODE OFF (O) 

RESET 

AERATOR RESET BREAKER– 
If yellow light is on. 

BOTH CLOCKS ARE SET THE SAME MANNER BY ROTATING THE MINUTE HAND CLOCKWISE SLOWLY. THE 
HOURS WILL INCREASE INCREMENTALLY BY ONE (1) HOUR FOR EVERY ROTATION. 

 
THE TOGGLE SWITCHES ON THE RIGHT OUTSIDE OF THE BOX IN THE RUN POISTION, RUNS THE SYSTEM AS TO 
HOW THE TIMERS ARE SET. 

THE TOGGLE SWITCHES IN THE MIDDLE POSITION WILL ONLY MUTE (TUEN OFF) THE AUDIBLE ALARM. 

THE TOGGLE SEITCHES IN THE BOTTOM POSITION ONLY TESTS TO SEE IF THE VISUAL AND AUDIBLE ALARMS ARE 
WORKING. 

SPRINKLER PUMP TIMER 

AERATOR TIMER 

CONTIUOUS SETTING (I)  ON.

 
    



  

 

 

 

 

 

 

 


